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CUSTOM-ENGINEERED TPE AND MORE For Medical Tube Applications &

Typical Applications

= Peristaltic tubes * Drainage tubes

\ \‘ » A = Feeding tubes (short term) * External catheters
) y

Our Know-how - Your Advantage

The series is an exclusively designed material

solution for healthcare and medical tubing applica-

Technical Data

tions in Asia Pacific. The compounds meet the 1SO

10993-5, GB/T 16886.5 standards. The compounds )
Unit HTH8329/223 | HTH8329/224 | HTH8329/212
are available in transparent color.

Density g/cm? 0.890 0.887 0.898
= Good kinking resistance Hardness ShA 61 71 81
ey Tensile strength MPa 11.9 12.7 14.0
= Transparent color
Elongation at break % 743 720 601
= Free of PVC, silicone and latex
= Optimized for extrusion and injection molding Tearresistance N/mm 20.1 26.2 300
» Conformity according to Regulation (EU) No 10/2011, Color Transparent Transparent Transparent

US FDA CFR 21 and GB4806.7-2023

TALK TO OUR EXPERTS!

KRAIBURG TPE TECHNOLOGY (M) SDN. BHD. - ASIA PACIFIC
9 info-asia@kraiburg-tpe.com

KRAIBURG TPE GMBH & CO. KG - EUROPE, MIDDLE EAST, AFRICA
9 info@kraiburg-tpe.com

KRAIBURG TPE CORPORATION - AMERICAS
9 info-america@kraiburg-tpe.com
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